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CAVI ATOSSICI PER BASSA TENSIONE

In e i comvolgimento nellincendio | cavi atossicl sono certanmente la caregaria ol prodatto
dalle migliori prestazioni in assoluio.

T condlimore & normalmente i tme stgoate, Psolimento in pomma G100 idonea per temparaiu-
e i esercizio lino a4 90°C, Ta gualna estersa termoplastica M1 o clastomerica M2,

Le maggion caraiteristiche sono la bussa opacita, corrosiviti ¢ 1ossiciet ded fumi enessi in cuso di
combgstions, la alloestinguenza e la non propagazione dellincendio.

Sona previst per il vasporto dl energia ¢ segnalamento. L tensione di milizzazione & Ji a0 1000 v,

La completezza delle. prestazioni consigliane limpiego, in particalar modo, in seo dove la presen

zatdellnyomo, ¢ gquindf la sua siogrezz, € ung condizione essenziale

11 ealoge st § cavl o versione: pitc fchiesin (energla ¢ segrakiiento con auiina M1, Spesso
sono prodoit suodchiesta cavi con guming M2, covi schermat ¢ anmari, olive o cavi per strumedzio
e # COppie e eme

Le dimensioni riperate nelle mbelle seguentd s tferiscono alle nprnie costruttive CEL 20-38 ma altje
normative teeniche sono otiltzzate per ks costruzione, frequentemente gli stanckird per le centrali elet-
triche

ATOX CABLES FOR 1L.OW TENSION

¢ O fire, sitox calbiles are cg
nuInces

The conductor is normally in tnped copper, insulation in wbber GO suitable for working teni-
peratures up o 90 € onger shewth in thermaoplastic material M1 ar elastomeric M2.

The main characteristios are the Tow opacily, comrosiveness aml wosicity of fumes difring conbi-
stiom, sell-extinguishing and Hame retardint.

These types of cabiles are suitable for power transmission and signalling employ. The working
tension is 600/1000 V. The essential of perforiances recomimend 1o amploy tiese cablis, particu
larly, in fields where man's presence, and thierefore his security, s an essential condition. This
catalpgie illustrate the cabilesin fhe most reguested version (power and lling with M1
sheatl). We often produce, upon request, cables with M2 sheath, sereened and armonred, in
addition 10 instrumentation cables in pairs and miples, The dimensions reported in the Tollowing
taliles are in acconlinee to CEL 20238 stnclards; but other techoical nomms are used tor the con-
strgction of these cables, principally stindards for power plants.

ainly the category of produets with absolutely the best perfir-




NORMATIVE E CODICI

STANDARD AND CODE

NORMATIVE

STANDARD

| condutton per v isolat

atossich 0.6/1 Ky

condbetor for insulated cables

atox cables

provi Ui autoestinguene)

self-exiingiish fest

prova di non propagazione dellincendin

 CEL20-35
CE 20-22 11

(attvie retardan est

1 i it prey Aope dell'incentdio

Miime cétardany wese

leristiche i i isthint e glibine

actenstic of the insultion and sheath marerials

st Ji provd per isolaitl ¢ guiin

priove sul gas emessi durante i gombustione

CEL20

11
CE] 20-3

3

scelin e installazione did cavd

choice and instllagon of the cables

uicke per Pusor ded cavi bassa tensione

calcolo dulle portate di comenre
costnziong

Ty €O whuttore

sles

indlication o employ low lension ca
calculation for cument miing

niction
conductor ype

prove: atessivitl

TEC 750

provie dinon propagasone dellincendia

IEC 3323

ey Wsic fest
flame witdrdant fests

CEL comitiso cleneiechion iz
il vlermtecuical cotnmities

LEC comipssione cletitotis s
silernuition) eloctotecnical commiision

CODICI NAZIONALI PER IDENTIFICAZIONE DEI CAV1
ITALIAN CODES FOR CABLES IDENTIFICATION

N
|G =
F |

K

isolante 69 instlation material

isalinte Gl insulatinn materidl

riunilu e pempitivo 0 steandling and Tiller

gul M1 shicath miaterial

guaing Mz sheatht murerial

tensione 4300750V 07 rateel tension 450/750 V

Lensione GO0 1000V

0,6/ TKv

ratedd tenstor 600,/ 1000V

N | codied idividinme la costnrsone del cavo dallintemn verso Pestepio.
N thie code determminge the cable comstriciion rom the center outwords

Tuttd i cavivon sesk

e prevksnd diille rabelle CEI
approvati IMQ ¢ fornis von quest! marchi

All ebll= awith size forecast gn CEFUNEL schédule Hive becn

approved hy

1M and are supplied with the follo

wing mark.

IEMMEQU
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NORMATIVE E CODICI STANDARD AND CODE

NO7G 9-K
450/750 V
CEl 2038 20-22 11

Marcatura / Marking

IRATOS IRMMEQLU CEL 202211720 3% NO7GY-K 1N2,5 ERC.C1 Telecom- 1430 9747

Colori normulmente disponibili / Available usualy colors

1 1,5 25 4 6pn2 :;gull\n“wrdu nero blu murmone wrigio
115 25 4 6mm2 o vellow/green black Dlee brown grey
1 25 mm2 s pilloeverdle nero

10 25 mmz vellow/ateen biack

35 hmin ¢ svipenion s heeo
45 2 and above - black

RG100OM1
0,671 KV
CEI 20-38 20-22 11

FG100M1
06/1 KV
CEl 20-38 20-22 11

Marcatura / Marking

TRATOR [FMMEQU CEJ 20- 22111/ 20-38

Colori gv
Tiere

Identificazione anime / Identification cores

unipojar b tripolin euadrinalas pentapalir
single cone e cores Five cores
nero / black bl 7 Blue Il 7 Balusee Blu / blue giilvord / yellogoeen
nero / black mar - hrown maen 4 hrewn / bk
nere S black nee S alick il sl
nere / black far /e

mern / black

Py | cavi quadripolan con condumnre di e invece o v anhos nem s atil et unasanio gailosy
Fon Toti cores cibiles with eaitl conduewir sstesd O 2 Bladk coie shall be wed o yellow-green coné



CARATTERISTICHE CONDUTTORI - CONDUCTORS CHARACTERISTICS

CONDUTTORI RIGIDI DI RAME RICOTTO STAGNATO CEI 20.29 classe 2 (%7
ANNEALED TINNED COPPER RIGID CONDUCTOR CEI 20.29 classe 2

N" min, filf Friyzione Diaen. nsm, Conduttore Pesn nom,

Sexivne
4 nddiattore conduttarne condutiine e i copduttive:

clmprELia) s ML,
Nominal aren Conuetor Nomitle Mol
conductor Minnnun UBIStAICTioN covduaror dinmeter| Tlrnesd copper eovluctirweigh
numiber wires comlictor wax. Bf.
mmiz {eompacted) N: x dlinn mm Kg/mut
— s 27C OhevKm
10 [ Tx1AT 1.3
1o s 7x 181 116
25 0 X236 I (i} 0.734
35 I i 7.1 0,529
50 () 835 0391
70 12 o 0279
95 15 11 0195
120 15 129 0154
156 e 2 0126
185 A 6.3 i 100
240 A In2 00762

CONDUTTORI FLESSIBILI DI RAME RICOTTO STAGNATO CEI 20.29 classe 5
ANNEALED TINNED COPPER FLEXIBLE CONDUCTOR CEI 20.29 classe 5

Dijymetror i Diam. pom ° Peso ném.
olesi AilEalell coamelunione: comditie cotichitiore
Wil el Musimun dijmseter Nrn-mh.l_ln Tigiried copipet Neiminal
concictor condiiotor wires ot Or diimEdeT]  conducror s, B | cendictor weigh
w2 i 2000 Oln/Kep Kp/mt
1L W3 I N i oo |
15 1.5 13.7 (L0133
25 20 H_21 10,0225
| 26 Sutlty _ 0036
& iz 17 0.054
19 A0 Q.09
14 51 PREE
25 0,4 0.225
25 50 0315
50_ - = 2.3 08450
i) 17
o5 130 0.210




CAVI UNIPOLARI SENZA GUAINA - SINGLE WIRES WITHOUT SHEATH

NO7G9-K 450/750 V

‘ Spessare Diameo ex

Sezione iz{i}-ﬂnrim L 1
condutone isolunte sontinile

Nopmiriale

@1 esl, Peso Resist. elestr
Simo Approssimato frssima
Neminal ares Conductor Insulatiorns Noming! Muxirogm Approximate | Eleck. resistance
conductor dirmeigr tixtkness gverdl] averill cable weigt
ditmeter digtieter
mm: mm
29 32
31 3.5
38
44
5.2
6.4
s
9.2
los
125
142
16

20°C Ohm/Km
2080
_ 137

IMBALLO & semioni df |
PACKAGING: size 1 1%
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